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opzv series i@ SACRED SUN
15 OPzV 1500 2V1500Ah ===

Sacred Sun OPzV series are valve regulated lead-acid cells which use a combination of tubular positive plate
woven gauntlets, pasted negative plate design and gel electrolyte using advanced filling techniques in production

which assure superior service life and excellent battery reliability. The battery has excellent cyclic performance and
charge acceptance ability. It can be used in high-low temperature environment and poor grid condition.

Benefits

e Very long life according to EUROBAT Classification

® 1500+ cycles at 80% DOD

e High rate discharge performance

® High gas recombination efficiency

e Maximum charge efficiency

® GEL state electrolyte prevents leakage and layering

® Low resistance PVC or PF micro-porous separator ensures low self-discharge rate
e Optional racking offers easy installation (vertical or horizontal)

Applications Drawing
® Telecommunications i
® Energy storage system == e

® Hybrid power system !’&‘1
® Power system

® UPS é
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Standards

® [EC 60896-21/22
e [EC 61427 o
® DIN 43539-T5
® DIN 40742 ©
® EUROBAT guide

GFM-28

Specifications

Battery Model 15 OPzV 1500

Design Life (years, 25°C) 20

10HR (150A, 1.80V) 5HR (255A, 1.80V) 3HR (375A, 1.80V) 1HR (750A, 1.80V)

Capacity (Ah, 25°C)
1500 1275 1125 750

Length Width Height Total Height

Dimensions (mm)
340 210 646 678.5

Approx. Weight (kg) 108.6

Reference Internal Resistance (mQ) 0.28 (fully charged @ 25°C)

Maximum Discharge Current (A/3 Sec.) 6084

Self-Discharge (25°C) < 3% per month

Cycle use Float use
Charge Voltage (V/cell, 25°C)

2.35 (-3.5mV/°C/cell), max charge current: 300A 2.25 (-3.5mV/°C/cell)

Short Circuit Current (A) 7320
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Discharge Data

Constant Current Discharge Data (25°C, A)
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End h

Voltage

(V/cell) 1 2 3 5 6 8 10 20 24 48 100 120 240
1.65 865 | 565.0 | 4415 | 304.0 | 2575 | 199.0 | 169.5 | 888 | 7538 | 40.30 | 1945 | 1630 | 818
170 825 | 535.0 | 4180 | 287.5 | 2430 | 1910 | 1635 | 86.8 | 74.25 | 39.95 | 1940 | 1624 | 815
175 790 | 505.0 | 396.0 | 2725 | 234.0 | 1835 | 157.5 | 825 | 72.00 | 39.45 | 1935 | 1618 | 8.10
1.80 750 | 477.0 | 3750 | 255.0 | 2180 | 1765 | 150.0 | 80.5 | 67.95 | 39.00 | 19.21 | 16.07 | 8.05
1.85 715 452 | 355.0 | 2445 | 2105 | 167.0 | 1420 | 783 | 66.7 | 3845 | 19.05 | 16.02 | 8.03

Constant Power Discharge Data (25°C, W/cell)

End h
Voltage
(V/cell) 1 2 3 5 6 8 10 20 24 48 100 120 240
1.65 |1490.0 | 980.0 | 7388 | 603.6 | 510.7 | 410.7 | 331.1 | 176.1 | 151.20 | 81.00 | 39.25 | 32.75 | 17.00
1.70 |1460.0 | 958.0 | 722.0 | 5821 | 4929 | 3964 | 327.1 | 1725 | 149.00 | 80.00 | 3881 | 32.55 | 1691
175 |1420.0 | 9320 | 7020 | 5679 | 4786 | 3857 | 3150 | 170.0 | 144.00 | 79.00 | 38.72 | 3243 | 16.80
1.80 |1390.0 | 916.0 | 696.0 | 5286 | 4464 | 3714 | 307.5 | 166.8 | 13550 | 78.00 | 3853 | 32.25 | 16.73
1.85 |1310.0 | 866.3 | 656.3 | 4821 | 4250 | 3446 | 2904 | 1614 | 133.05| 76.88 | 3820 | 32.15 | 16.65
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48V Standard Rack

Rack material: powder-coated steel
Height*width: 2*2

Ref. 15 OPzV 1500 Rack (approx. weight: 2900kg)

Sacred Sun Power Sources Co., Ltd.
Add: No.1 Shengyang Road, Qufu 273100 PRC
Tel: +86-537-4422313 Fax: +86-537-4411980

Email: sales@sacredsun.cn
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Discharge voltage vs. discharge time
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Sacred Sun Hong Kong Co., Limited

Add: RM 19C Lockhart CTR 301-307 Lockhart RD Wan Chai, Hong Kong

Email: admin.hk@sacredsun.hk

Sacred Sun Asia Pacific Pte Ltd.
Add: 1 Ubi View, #04-12, Focus One, Singapore 408555

Email: admin.sg@sacredsun.sg

Designed life(years)

8 10 12

14 16 18 20 22

Time(h)

Charge vs. discharge depth

\

20 25 30 35 40 45 0
Temperature(°C)

Design life vs. temperature

Sacred Sun Europe SARL

Add: ZAE Fontaine, 33210 Fargues, France

Email: admin.eu@sacredsun.eu

Sacred Sun MEA FZE

Add: No. 311 office, Building LOB 14, JAFZA, Dubai, UAE

Email: admin.ae@sacredsun.ae
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