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DM series iy SACRED SUN
3-DM-285 6V285Ah -

DM series battery uses latest AGM technology with longer cycle life. It is suitable for large current and deep cyclic
applications. It can be used in e-vecicles, sightseeing, golf and logistics cars.

Benefits

® Up to 700 cycles 80% DOD

® Good large current discharge performance
® High gas recombination efficiency

® Maximum charge efficiency

e Low self-discharge rate

® Easy installation and handling
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Standards

® GB/T 18332.1 ©
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Specifications

Battery Model 3-DM-285

Design Life (80% DOD) 700 cycles

Capacity (Ah, 25°C)

20HR (14.75A, 1.75V)

5HR (57.0A, 1.75V)

3HR (86.67A, 1.75V)

2HR(120A, 1.75V)

295

285

260

240

Dimensions (mm)

Length

Width

Height

Total Height

353

180.5

270.5

270.5

Approx. Weight (kg) 46.0
1.9 (full charged @ 25°C)

Reference Internal Resistance (mQ)

Maximum Discharge Current (A/10 Sec.) 2340

Self-Discharge (25°C) <3% per month

Cycle use Float use

Charge Voltage (V/cell, 25°C)

2.45 (-3mV/°C/cell), max charge current: 40A 2.35 (-3mV/°C/cell)
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Discharge Data

Constant Current Discharge Data (25°C, A)

End min h

Voltage

(V/cell) 10 20 30 45 60 15 2 3 5 10 20
1.60 7224 4414 3439 257.2 206.4 1511 122.7 88.32 57.86 2938 14.91
1.65 709.1 436.1 3413 2556 205.3 150.3 1219 87.77 57.58 29.23 14.85
1.70 697.6 430.8 337.8 2536 203.8 149.1 1211 87.26 57.31 29.10 14.80
1.75 655.2 4134 3276 2479 200.2 147.3 120.0 86.67 57.00 29.00 1475
1.80 620.7 393.8 314.2 238.8 193.8 143.2 117.1 84.94 56.12 28.64 14.63

Constant Power Discharge Data (25°C, W/cell)

End min h

Voltage

(V/cell) 10 20 30 45 60 15 2 3 5 10 20
1.60 1277 800.3 636.2 483.2 392.2 290.4 2385 1727 1137 58.07 29.59
1.65 1268 797.3 634.9 4824 391.7 289.8 237.7 1722 1135 57.96 29.56
1.70 1261 794.0 633.1 481.6 390.7 2887 236.7 171.7 1133 57.90 29.55
1.75 1205 773.1 620.9 474.8 386.6 287.0 2357 1714 1132 57.86 29.52
1.80 1171 752.0 606.0 464.5 379.6 2823 2321 169.0 112.0 57.33 29.38

Performance Curve
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Sacred Sun Hong Kong Co., Limited Sacred Sun Europe SARL
Sacred Sun Power Sources Co., Ltd. Add: RM 19C Lockhart CTR 301-307 Lockhart RD Wan Chai, Hong Kong

Add: ZAE Fontaine, 33210 Fargues, France
Add: No.1 Shengyang Road, Qufu 273100 PRC Email: admin.hk@sacredsun.hk Email: admin.eu@sacredsun.eu

Tel: +86-537-4422313  Fax: +86-537-4411980 Sacred Sun Asia Pacific Pte Ltd. Sacred Sun MEA FZE

Email: sales@sacredsun.cn Add: 1 Ubi View, #04-12, Focus One, Singapore 408555 Add: No. 311 office, Building LOB 14, JAFZA, Dubai, UAE
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