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 Features and benefits: 
 10 years design life at 77 (25 );℉ ℃  

 Rectangle structure container with 2×3 cell structure, 

good for heat dispersion; 

 Plate pasting technology applying active materials with 

4BS high temperature and moisture curing technique 

resulting in long cyclic life performance; 

 Terminals located in the front of cover for ease of 

installation, connection and maintenance;  

 Front central gas collection vent system venting gas out 

of the battery room; 

 Plug in isolation terminal protection cover for 

short-circuit prevention with inspect hole on it, 

convenient for voltage inspection; 

 Super thin glass fiber absorbent mat with special thick 

and thin fibers matched, accelerating acid absorptive 

height; 

 Thick ABS (flame retardant is flexible) container, impact 

resistant and vibration resistant; 

 Patented multi-layer terminal sealing technology for 

safety and integrity; 

 High recovery ability, time-saving and energy saving; 

 Efficient gas recombination 98% plus. 

Working features:
 

 Rated voltage: 12V   

 6 cells  

 Rated capacity at 25  ℃ （77℉） 

10h rate (5.5A, 10.8V)： 55Ah 

5h rate (9.35A, 10.8V)：  46.75Ah

1h rate (33.3A, 10.5V)： 33.3Ah 

 Internal resistance: 8.5mΩwhen fully 

charged at 77℉（25℃）   

 Average self discharge rate: ≤1.5% per 

month at 77 (25 )℉ ℃  

 Maximum discharge current: 736A(3s)at 

77oF(25 ) ℃  

 Working temperature range: 

Discharge：-20~50℃ 

Charge：-10~50℃ 

Storage：-20~50℃ 

 Charging method：with constant voltage at 

77oF(25 )℃  

Maximum charge current: 11A 

Cycle use：14.28-14.52V/piece 

Temperature compensation: -21mV/ /℃ piece 

Standby use: 13.50-13.74V/piece 

Complied standard： 
 

 IEC60896-21/22: 2004 

 BS 6290-4: 1997 

 YD/T799-2010 

 Complaint with ISO9001, ISO14001, 

OHSAS18001, UL, CE certificate 

verification 

Dimension and weight：  

 

 International unit British unit 

Length 277mm 10.91inch 

Width 106mm 4.17inch 

Height 222.5mm 8.76inch 

TH 222.5mm 8.76inch 

Weight 17.0Kg 37.5lbs 

FT series Front terminal VRLA battery 
FTB12-55 12V55Ah 
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Discharge parameter：  
 
 
Constant current discharge data (Ampere 25oC) 
 
 

1.60 172 131 104 60.2 46.0 36.8 20.9 15.2 11.8 9.7 8.4 6.6 5.7 2.75 

1.65 156 119 98 58.0 44.3 35.8 20.6 14.9 11.7 9.6 8.4 6.6 5.6 2.72 

1.70 141 111 92 54.9 42.1 34.6 20.2 14.7 11.6 9.5 8.3 6.5 5.6 2.65 

1.75 127 102 85 51.7 40.8 33.3 19.9 14.5 11.4 9.4 8.2 6.4 5.5 2.65 

1.80 111 93 77 49.6 39.1 32.1 19.6 14.3 11.3 9.2 8.1 6.4 5.5 2.64 
 
Constant power discharge data (Watt/cell 25oC) 
 
 

 

 
 

End voltage 
(V/cell) 5min 10min 15min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h 

End voltage 
(V/cell) 5min 10min 15min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h 

1.60 280 218 182 112 87 69.5 39.5 28.8 22.6 18.6 16.2 12.7 10.95 5.30 

1.65 262 205 174 109 84 68.0 39.1 28.5 22.5 18.5 16.1 12.6 10.95 5.30 

1.70 246 196 168 104 80 66.0 38.8 28.2 22.4 18.4 16.0 12.5 10.95 5.20 

1.75 228 186 159 98 78 64.0 38.4 28.0 22.2 18.2 15.9 12.5 10.90 5.20 

1.80 206 175 145 94 75 62.0 38.0 27.7 21.9 18.0 15.7 12.4 10.82 5.20 
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Performance curve：            
 
 

                                      
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

      Figure 1 Floating voltage VS. Temperature                                 Figure 2 Cycle charge characteristic curve (25 oC) 
 
 
Add: No.1, Shengyang Road, Qufu City, Shandong Province, 273100 P.R.China 

Tel: 0537-4438666   

Fax: 0537-4411936 

E-mail: sales@sacredsun.cn 
Website: http://www.sacredsun.com 

Note：Specifications are subject to change without further notice. 
 

 

 


