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GFM-HES Series =
GFM-600HES 2V600Ah

GFM-HES series VRLA battery is a robust AGM battery designed for telecom, energy storage and UPS
applications. Its dedicated deep cycle formulation and high temperature and high humidity curing process make

it with good deep cycle percormance, its excellent performance make it an impressive product in China and
overseas market.

Benefits

Very long life according to EUROBAT Classification
High discharge performance

99%+ gas recombination efficiency

Maximum charge efficiency

Low self-discharge rate
Easy installization and handling
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Specifications
Battery Model GFM-600HES
Design Life (years, 25°C) 15
10HR (60A, 1.80V) 5HR (109A, 1.80V) 3HR (158A, 1.80V) 1HR (349A, 1.75V)
Capacity (Ah, 25°C)
600 545 474 349
Length Width Height Total Height
Dimensions (mm)
2225 180 367 377
Approx. Weight (kg) 36.3
Reference Internal Resistance (mQ) 0.26 ( fully charged @ 25°C)
Maximum Discharge Current (A/5 Sec.) 3200
Self-Discharge (25°C) <1.5 % per month
Cycle use Float use
Charge Voltage (V/cell, 25°C)
2.35 (-3.5mV/°C/cell), max charge current: 192A 2.25 (-3.5mV/°C/cell)
Short Circuit Current (A) 7000
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Discharge Data

Constant Current Discharge Data (25°C, A)
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End min h

Voltage

(V/cell) 30 1 2 3 4 5 6 8 10 24 48 100
175 499 349 216 161 135 110 96.9 773 64.3 286 15.0 8.2
1.80 479 336 210 158 134 109 95.8 76.5 60.0 284 14.4 8.0
1.85 449 306 206 155 130 106 943 74.8 58.3 28.0 14.0 7.7
1.88 384 258 196 131 115 99.3 934 67.2 55.2 252 12.9 71
1.90 336 240 184 125 111 98.1 92.8 66.1 54.0 24.0 125 7.0

Constant Power Discharge Data (25°C, W/cell)

End min h
Voltage
(V/cell) 30 1 2 3 4 5 6 8 10 24 48 100
175 907 637 421 312 223 214 190 156 130 55.8 294 15.3
1.80 850 616 408 305 213 210 188 155 128 54.1 285 14.9
185 796 556 357 275 195 197 183 142 119 51.5 26.7 14.4
1.88 709 507 331 265 186 187 180 140 116 50.5 25.7 14.1
1.90 614 434 305 222 175 174 175 134 111 486 245 13.5
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Self-discharge vs. storage time (month @25 C)

Sacred Sun Power Sources Co., Ltd.
Add: No.1 Shengyang Road, Qufu 273100 PRC

Tel: +86-537-4422313  Fax: +86-537-4411980

Email: sales@sacredsun.cn
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Sacred Sun Hong Kong Co., Limited

Discharge depth(DOD)

Cycle life vs. different DOD% (25 C)
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Sacred Sun Asia Pacific Pte Ltd.
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Sacred Sun Europe SARL

Add: ZAE Fontaine, 33210 Fargues, France
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Sacred Sun MEA FZE

Add: No. 311 office, Building LOB 14, JAFZA, Dubai, UAE
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