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SPG series "y’ SACRED SUN
SPG12-340W 12V90Ah

SPG series VRLA battery uses AGM technology and high-purity raw materials. It has good high power discharge,
floating backup and fast charging performance. It is mainly used in UPS/EPS standby power supply systems. It can

backup power in poor operation environment.

Benefits

Long life according to EUROBAT Classification
Maximum charge efficiency

High gas recombination efficiency

Low self-discharge rate

Horizontal or vertical installization

Applications Drawing
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Specifications »
Battery Model SPG12-340W
Design Life (years, 25°C) 12
) 10min ( 1.60V) 15min (1.67V) 1HR (54A, 1.75V) 10HR 9.0A, 1.80V)
Capacity (Ah, 25°C)
408W/cell 340W/cell S54Ah 90Ah
Length Width Height Total Height
Dimensions (mm)
306 171 209 217
Approx. Weight (kg) 274
Reference Internal Resistance (mQ) 4.90 ( fully charged @ 25°C)
Maximum Discharge Current (A/5 Sec.) 1080
Self-Discharge (25°C) <2% per months
Equalizing voltage Float voltage
Charge Voltage (V/cell, 25°C)
2.40(-3.5mV/°C/cell), max charge current: 22.5A 2.27(-3.5mV/°C/cell)
Short Circuit Current (A) 2450
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Discharge Data

Constant Current Discharge Data (25°C, A)

End Voltage min h
(V/cell) 10 15 20 25 30 45 1 15 2 3 4 5 6 10
1.60 235 198 165 140 116 83.3 62.2 45.8 36.3 26.2 20.0 16.8 144 9.70
1.65 223 190 157 135 112 81.2 60.0 445 353 254 19.6 16.3 14.0 9.60
167 214 182 152 130 108 784 58.4 437 34.7 25.0 19.3 16.0 13.8 9.54
170 200 170 143 123 104 75.7 56.0 42.8 34.0 24.6 19.0 15.8 137 9.36
1.75 188 158 133 114 97.0 715 54.0 417 33.0 238 185 15.5 134 9.20
1.80 175 146 126 108 91.7 66.2 514 40.0 320 23.2 18.0 15.2 13.2 9.00
Constant Power Discharge Data (25°C, W/CELL)
End Voltage min h
(V/cell) 10 15 20 25 30 45 1 15 2 3 4 5 6 10
1.60 408 352 297 245 210 162 128 96.8 732 54.7 42.5 34.6 29.5 194
1.65 396 345 288 238 203 157 124 94.3 71.0 533 417 337 29.0 19.2
167 388 340 282 233 197 154 122 91.8 69.3 52.2 40.7 32.8 28.6 19.0
170 380 330 275 228 192 152 118 90.3 68.0 515 40.0 324 28.0 18.8
1.75 368 318 264 220 185 147 116 88.0 66.7 49.8 38.7 317 27.6 18.5
1.80 354 305 256 212 178 140 110 84.8 64.4 48.4 37.6 30.8 26.8 18.2
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